
* *

*
*

*
*

* * Add rigidity to TDC and TDF roll formed flange 
*

* Tested at 2.5 times standard WG pressure * Yellow Label Union Made
* Use with Elgen Ultra Butyl corner clip
*

* 250 per box and 28000 per skid

Elgen Manufacturing
10 Railroad Ave, Closter NJ 07624
Tel: 800.503.9805 Fax: 201.964.9030
Email:Info@elgenmfg.com WWW.elgenmfg.com

Description

Ultra Corner C and F 
Stackable

Product Data Sheet

All Elgen products are guaranteed by Elgen 
Manufacturing against defective material.

All stated Specifications are subject to change without notice or obligation Revised 07/19/24

Elgen's Ultra Corner System consist of the Patent Pending Ultra Corner, stamped C or F stackable for automatic or manual insertion 
into roll form flange,  Patent Pending Ultra Bolt's unique 5/16 drive head and the Patented  Ultra Butyl Corner clip and you have a 4 
bolt system designed to ease installations of duct work. The results will be up to 50% or better cost savings per joint made in the shop 
or field. 

16 Gauge ASTM A-653 G60 galvanized steel stamped C 
and F stackable Ultra Corner for use with T-25A and T-
25B roll form flange joint

Compatible with other flange systems 

Features
Meets SMACNA requirement per 2005 3rd edition HVAC 
duct construction standards  
Compatible with all automatic corner insertion machines 

Patent Pending round hole with shoulder sized and 
matched to the Ultra bolt for more grip and ease of 
alignment. 

Can be manually inserted 

Stackable C

Stackable F

Ultra Corner will accept the standard 3/8 bolt and nut 
system if needed 

The 5/16 head on the Ultra Bolt allows installer to 
use the same 5/16 chuck used for #10 Elgen self 
tapping screw.
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Available in Stainless Steel 304 and 316, Aluminum, and 
Galvanneal

Corner




